
ALDEN NASH PARCEL
PRELIMINARY  PLAT / LAND DIVISION

5252 Clyde Park, S.W.     Grand Rapids, MI  49509
Phone: (616) 531-3660 Fax: (616) 531-2121
www.exxelengineering.com

STORM SEWER

L

14.5' TO C  EDGE DRAIN 14.5' TO C  EDGE DRAIN

TYPICAL PUBLIC STREET CROSS  SECTION

GENERAL NOTES

1. PROPERTY DESCRIPTION:
  Part of the Southwest 1/4 of Section 34, T7N, R9W, Vergennes Township, Kent County, Michigan, described
as: Commencing at the South 1/4 corner of said Section; thence N00°16'48"W 1040.0 feet along the
North-South 1/4 line of said Section to Reference Point "A"; thence N0°16'48"W 25 feet, more or less, to the
centerline of a creek, and the Place of Beginning; thence N0°16'48"W 1574 feet, more or less, to the Center of
said Section (N0°16'48"W 1599.31 feet from Reference Point "A"); thence S89°41'33"W 2537.53 feet along the
East-West 1/4 line of said Section to the East line of Alden Nash Avenue, said point being 99.07 feet from the
West 1/4 corner of said Section; thence Southerly 453.19 feet along said East line, along a 5688.88 foot radius
curve to the right, the long chord of which bears S3°00'54"W 453.07 feet; thence Southerly 546.28 feet along
said East line, along a 5908.72 foot radius curve to the left, the long chord of which bears S2°38'55"W 546.09
feet; thence S0°00'00"W 88.45 feet; thence N89°41'50"E 250.0 feet; thence S0°00'00"W 133.0 feet; thence
S89°41'50"W 117.0 feet; thence S0°00'00"W 20.0 feet; thence S89°41'50"W 133.0 feet; thence S0°00'00"W
488.0 feet along the East line of the West 50 feet of said SW 1/4; thence N89°41'50"E 108.0 feet; thence
S0°00'00"W 172.00 feet; thence N89°30'24"E 1102.40 feet; thence N9°12'49"W 330.0 feet to Reference Point
"B" (said Reference Point "B" being N89°07'11"W 1437.03 feet from Reference Point "A"); thence continuing
N9°12'49"W 30 feet, more or less, to the centerline of said creek; thence Easterly 1500 feet, more or less, along
said centerline to the Place of Beginning.  Contains 98.1± Acres .

2. MAPPING:
   a. Parcel boundary is based on the bearing system of Alden Nash West, Replat Number 1 of Kent County

Subdivision Plan Number 801.
b.  Existing ground contours are based on topographical survey by Exxel Engineering dated  2/13/15.
c. Existing utilities are based on available records.

3. CURRENT ZONING:  R-2 Medium Density Single Family Residential
4. PROPOSED LAND USE:  Single family platted subdivision (106) plus 3 land divisions.
5. DISTRICT REGULATIONS:

a. Proposed Site Design Standards Setbacks
Front Yard         35 Ft
Side Yard          10 Ft   (35' for corner lots)
Rear Yard          30 Ft
Lot Area          17,000 Sq Ft Min
Lot Width          100 Ft Min at front yard setback

6. PROPOSED IMPROVEMENTS:
a. Public water will be made available for each lot.
b. On-site drainfields approved by Kent County Health Department will be installed for each lot at time home is

constructed.
c. Public streets except Streets "A" through "E"" will be designed and built to KCRC subdivision standards and

dedicated to the KCRC.
d. Private street "F" cul-de-sac to be constructed per Vergennes Township private road standards and per typical

cross section shown.
e. A shared driveway will be constructed within a dedicated 33' easement to provide access to parcels "A" and "B".

This driveway will be constructed per the Vergennes Township Driveway standards.
f. Drainage design will conform to the Kent County Drain Commission specifications for subdivision drainage, and a

drain district shall be established and appropriate shall be dedicated to the proposed drain district.
g. The front 10' of each lot is reserved for installation of buried power, telephone, gas distribution lines and cable TV

lines to service each lot.
h. Construction will conform to all applicable state and local codes.
i. Sidewalks and street lights will be provided per Township requirements.  Sidewalks are to be built when homes

are constructed on each individual lot.
j. Street lights of a design and location approved by the Township and Consumers Energy will be installed.
k. Total open space shown = 13.38 acres = 13.6% of total acres.
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SOIL BORING LOG*

SB 1

0-1' SANDY LOAM TOPSOIL

1'-2' SANDY LOAM

2'-3' LOAMY SAND

3'-5' MED FINE TAN SAND

5'-7' MED TAN SAND & GRAVEL

SB 2

0-1' SANDY LOAM TOPSOIL

1'-3' SANDY LOAM

3'-7' GRAVEL

7'-8' MED TAN SAND

SB 3

0-1' SANDY LOAM TOPSOIL

1'-7' SANDY LOAM, FINE LOAMY SAND,

GRAVEL

7'-9' MED FINE TAN SAND

SB 4

0-1' SANDY LOAM TOPSOIL

1'-4' SANDY LOAM W/AGG

4'-5' FINE GRAVEL

5'-9' GRAVEL

9'-12' MED TAN SAND & FINE GRAVEL

SB 5

0-1' SANDY LOAM TOPSOIL

1'-5' SANDY LOAM W/AGG

5'-6' MED FINE TAN SAND

6'-8' GRAVEL

8'-9' CLAY

SB 6

0-1' SANDY LOAM TOPSOIL

1'-2' SANDY LOAM

2'-7' GRAVEL

7'-9' MED FINE TAN SAND

SB 7

0-1' SANDY LOAM TOPSOIL

1'-3' FINE SANDY LOAM

3'-5' MED FINE TAN SAND

5'-6' FINE GRAVEL

6'-7' MED TAN SAND

SB 8

0-1' SANDY LOAM TOPSOIL

1'-3' SANDY LOAM

3'-7' LOAMY SAND

7'-9' MED FINE TAN SAND

SB 9

0-1' SANDY LOAM TOPSOIL

1'-2' LOAMY SAND

2'-7' MED FINE TAN SAND

SB 10

0-1' SANDY LOAM TOPSOIL

1'-3' SANDY LOAM, GRAVEL

3'-7' GRAVEL

7'-8' MED TAN SAND

8'-13' GRAVEL

SB 11

0-1' SANDY LOAM TOPSOIL

1'-3' SANDY LOAM

3'-8' MED FINE TAN SAND

STORM SEWER

L

14.5' TO C  EDGE DRAIN 14.5' TO C  EDGE DRAIN

TYPICAL PRIVATE STREET CROSS  SECTION
* SB #1-#11 TAKEN OCTOBER

2008 FOR PREVIOUS OWNER -

TAKEN BY UNKNOWN SOURCE
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